
 
MEMORANDUM                  
 
DATE:   November 1, 2018  
 
TO:  Richard Combra ‐ Superintendent, Town of Oaks Bluff, Highway Dept. 
 
FROM:  Geoff Glover, Andrew Allain, and Rich Claytor, Horsley Witten Group, Inc. (HW) 
 
RE:    Assessment and 10% Design for Drainage Issue at Low Point near 265 County Road.  
 

 
This technical memorandum documents HW’s office and field assessment methods and 

provides a conceptual design (to the 10% completion stage) to improve the drainage issues that 

have been experienced on County Road in Oak Bluffs, Martha’s Vineyard. The proposed 

conceptual design includes stabilization of the unpaved access road running through MV Auto 

Salvage yard, a stormwater pretreatment area directly downstream of the salvage yard, a sub‐

surface infiltration chamber system, an enhanced surface infiltration system at the existing low 

point, and maintenance of the existing drainage system.  

 

Attachments to this memo include: 

A. Drainage Area Maps 
B. Proposed Concept Design Plans  
C. Cost Estimate 
 

Purpose of the Investigation 

 

The goal of the site investigation is to gather adequate information to solve the existing 

drainage issues in a cost‐effective manner; minimize maintenance requirements; and 

potentially add environmental quality and an educational opportunity for the project. The 

existing low point on County Road floods during most rainfall events. Our field observations 

confirmed that the existing drainage system is clogged and likely undersized. There are 5 

existing inlet grates along County Road that are filled with large amounts of sediment. When 

the area is flooded, it becomes a hazard to vehicular traffic and pedestrians. 
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Figure 1 ‐ Evidence of large amounts of sediment being deposited along County Road (Left). Observed flooding 

during ~1” rainfall on September 25, 2018 (Right). 

 

Data Analysis and Methods 

 

In preparation for a field reconnaissance, HW compiled available data on the contributing 

watershed. Contours, parcel lines, and aerial imagery, taken from Mass GIS online, were used 

to identify existing drainage divides and various cover types. On September 25, 2018 HW staff 

conducted a field reconnaissance of area to verify the watershed boundary, gain a better 

understanding of the sources of sediments and hydrologic flow conditions, and identify several 

areas for possible stormwater best management practices (BMP’s) that will help improve the 

existing drainage issue. 

 

The final confirmed drainage area of the area is estimated to be approximately 35.5 acres, 

which includes 7.3 acres of impervious area (pavement, driveways, roofs). In addition to the 

impervious areas, the MV salvage yard contributes 6.1 acres of scrapped cars, buildings and 

unpaved access drives. HW staff observed that this area is sending a large amount of sediment 

and suspended solids to the low point which is contributing to the problem on County Road. 

Calculations were completed to estimate stormwater runoff flows and volumes being sent to 

the low point for the 1, 2, 10, and 100‐year storms.  
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Table 1 ‐ Existing Peak Flows and Runoff Volume 

Storm  Peak Flow (cfs)  Volume (af) 

1 ‐ Year  2.68  0.636 

2 ‐ Year  6.53  1.146 

10 ‐ Year  28.27  3.39 

100 ‐ Year  103.96  10.98 

 

Several areas identified along County Road were deemed suitable for additional stormwater 

management with the goal of managing most of the drainage area prior to the existing low 

point. These areas appear to be suitable for both surface and subsurface infiltration practices, 

as well as a sediment forebay to allow for regular sediment maintenance. 

 

Recommended Stormwater Management Concept 

 

As described above, HW observed locations above the existing low point for potential 

management of the contributing drainage area.  The following text describes management at 

two locations. 

 

Concept Area 1:  MV Auto Salvage Entrance Road and Trade Winds Airport 

 

There is a small partially vegetated area just north of the entrance to MV Auto Salvage that is 

catching runoff from the southern portion of County Road, much of the salvage yard, and the 

remaining upgradient area bounded by the proposed drainage divide (attachment A). It is 

proposed that this area be converted into a formal sediment forebay that will overflow by way 

of a conventional drainage inlet. The drainage structure will pipe the pretreated stormwater 

across County Road and connect to a set of subsurface infiltration chambers. The layout of the 

chambers shown on the conceptual design (attachment D) have been sized to hold and 

infiltrate the volume of water produced from a 1‐year storm. The storage volume is 

approximately 4,800 cf, which will infiltrate within 24 hours. 
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Figure 2 ‐ Entrance to MV Auto Salvage. Location for proposed concept #1. Evidence of area seeing high flows 

during heavy rainfall events.  

 

Concept 2: Existing Low Point on County Road 

 

At the location of the current flooding issue, there is a grass area located east of County Road. 

This area is currently receiving runoff from the entirety of the 35.5‐acre watershed. However, 

with the implementation of Concept 1, the remaining contributing watershed to this location 

will be reduced to 13.7 acres (attachment A). It is proposed that this area be used to construct 

an infiltration basin, capable of storing and infiltrating the runoff that is currently causing the 

County Road flooding issue. The proposed infiltration basin, shown on the conceptual design 

(attachment D) has been sized to hold a storage volume of 1,500 cf, capable of handling the 

runoff from the 1‐year storm event and infiltrating within 24 hours. The infiltration basin will be 

equipped with a forebay lined with concrete pavers, allowing sediment and suspended solids to 

settle out; serving as a means of pretreatment.  

 

As an additional form of pretreatment and to promote a better understanding by the public of 

stormwater management controls, a, stormwater bioswale is proposed for the grass strip 

between road and sidewalk. These swales, shown on the conceptual design (attachment D) will 

allow for sediment and suspended solids to settle out as the runoff flows down gradient 

towards the low point; prior to entering the infiltration basin. Additionally, the swales will be 

equipped with underdrains that will tie into the existing catch basin structures, helping to 

further reduce the runoff to the low point. Note, this concept calls for the maintenance of the 

existing drainage inlets.  
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Figure 3 ‐ Location for proposed concept #2, at flooding area. 

 

Reinforced Flow Channel through MV Auto Salvage 

 

The current condition of the unpaved access drive that bisects the salvage yard area is an 

erodible path that is also acting as a stormwater conveyance channel during runoff events. 

Under the proposed conditions, the channelized portion of the dirt drive will be stabilized with 

the same concrete paver material that will make up the proposed forebays. This will greatly 

reduce the amount of sediment that is being delivered to the low point during runoff events 

and contributing to the maintenance burden of the system. The channel’s shallow 6” depth and 

a 3’ width will allow for easy vehicular travel over the channel so that it will not affect daily 

procedures in the salvage yard. The channel will be able to control a flow of approximately 4 

cfs, enough to handle at least the 1 – year storm.  

Summary 
 
With the implementation of the proposed Concepts 1 & 2, the current flooding issue at the low 

point of Country Road will be eliminated for storms up to the 1‐year event.  Storms greater 

than the 1‐year event may result in some ponding at the low point but a much lower level. 

Additionally, sediment and suspended solid loads reaching the current flooding issue would be 

greatly reduced.  

 

Cost Estimate 
 
A planning level construction cost estimate is attached. The total construction cost estimated is 

less than $300,000, including a 30% contingency (appropriate at this stage of design to cover 

uncertainties). This price includes the assumption that there will be an increase in cost to 

deliver various materials that are not readily available on the island.
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Project: 18118 Town of Oak Bluffs

Location: 265 County Road, Oak Bluffs MA

Submission: 10% Conceptual Design - Drainage Improvements

Date: 11/1/2018 Estimator: ALA Checked By: GSG

Unit Quantity Unit Cost Total Cost

SITE PREPARATION
Site Mobilization / Demobilization LS 1               5,000.00$           5,000.00$         
Police/Traffic Details HR 80             50.00$                4,000.00$         
Clear/Grub Site & Cutting and Disposing of small isolated trees and stumps ALLOW 1 2,500.00$           2,500.00$         
Sawcut Existing Pavement LF 180           2.50$                  450.00$            
Remove and Reclaim Asphalt SF 425           0.25$                  106.25$            

Subtotal Site Preparation 12,056.25$        

EROSION CONTROL
Street Sweeping ALLOW 1               2,000.00$           2,000.00$         
Silt Fence or Silt Sock LF 250           3.00$                  750.00$            
Cleaning and Maintenance of Erosion Controls LS 1               1,000.00$           1,000.00$         

Subtotal Site Preparation 3,750.00$         

EARTHWORKS
Excavate and Relocate Material CY 1,950         5.00$                  9,750.00$         

Subtotal Earthworks 9,750.00$         

DRAINAGE COLLECTION SYSTEM
30" HDPE LF 125           65.00$                8,125.00$         
4' Dia. Drain Manhole EA 1               3,000.00$           3,000.00$         
Cleanouts EA 5               100.00$              500.00$            
Vegetated Swale SF 700           20.00$                14,000.00$        
4' Diam. Outlet Control Structure EA 1               4,000.00$           4,000.00$         
Driveable grass SF 4,650         20.00$                93,000.00$        
Asphalt Inlet Flume EA 2               500.00$              1,000.00$         
StormTech MC3500/4500  installed (Underground Infiltration Chambers) EA 24             1,600.00$           38,400.00$        
Modify Existing Structures EA 4               500.00$              2,000.00$         

Subtotal Infiltration Basin 164,025.00$      

LANDSCAPE
Landscaping ALLOW 1               5,000.00$           5,000.00$         

Subtotal Site Improvements 5,000.00$         

TOTAL GENERAL SITE  -  DIV 2 194,581.25$      

TOTAL ESTIMATED CONSTRUCTION COST 194,581.25$      
CONTIGENCY 30% 58,374.38         

TOTAL ESTIMATED COST 252,955.63      

Qualifications:
The following items are not included in the scope of work:

Temporary Water
Soil Management Plan
Protect Existing Trees to Remain
Dewatering at Deep Excavations
Sheeting / Earth Support

Division 2-GENERAL SITEWORK 

Unit prices provided are based upon typical 2018 construction costs and data.   Unit prices are subject to change due to adjustments to material and labor 
costs, site conditions and inflation. 

Quantities provided are based on conceptual plans "265 Country Road, Drainage Improvements, Oak Bluffs, MA" October 2018, prepared by Horsley Witten 
Group.
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